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MatchMate Plus
3 Minute Hose Crimp System

Synflex - Thermoplastic/Polyon
Everflex - PTFE Hose
Aeroquip AQP Hose

Aeroquip A/C & Refrigeration Hose
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Brands offered by HyQuip LLC

Aeroquip Eaton Brass
Industrial Hose Everflex
Hansen Synflex

1-Wire Braid Hose < 2-Wire Braid Hose < 4-Wire Spiral Hose

6-Wire Spiral Hose < Bruiser Hose * PTFE < Polyon/Thermoplastic

100R5 Crimp Global TTC
PTFE Crimp Global TTC-12
“E” Series Global Spiral TTC
Global OTC Synflex “903”

Series



Additional Product Lines Offered by HyQuip LLC

Adaptall Coxreels Omega One
Adapter Resources Crawford Machine Precision Instrument Corp .
Air-Way Manufacturing Dixon Pressure Components Inc.
Anchor Flange Goodyear Pressure Connections
Anderson Fittings Hatec Purosil
Arrow Pneumatics HBD Thermoid Pyramex
BVA Hydro-Craft RuB Valves
Behringer Hy-Tek Hose & Couplings SSP Fittings
Boston Metal Legacy Manufacturing Super Swivels
Brennan Matco Norca Suttner Pressure Washer
Breeze Clamps Midland Metal Terralux
Cejn MRO Solutions Tompkins
Clamps, Inc. New Age industries Tridon / Ideal
Coilhose Novaflex Hose Ultra Clean
Couplamatic NPR Jones World Wide Metrics

Our associates are ready to help you with your
product selection!

Additional Services Offered by HyQuip LLC

Hose Assemblies e Custom Kits e Custom BOM'’s
Custom Labeling e Vendor Managed Inventory
Cut Lengths of Hose (eg. 1/4” fuel line)

Bin Bar Coding e Sub-Assemblies
Data Collectors for Ease of Ordering
Customer Service Counter for Fast Service
JIT Coordination e Bin Labeling
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WARNIING

THE CALCULATED TARGET SETTING IS ONLY AN ESTIMATE. THE END-USER IS REQUIRED
TO VERIFY THE CRIMP DIAMETER AND ADJUST THE TARGET SETTING AS REQUIRED.

Phone: 262-521-2170  Fax: 262-521-2723 E-mail: sales@hyquip.net ~ Web: www.hyquip.net “vullillu_c



ET1000 & ET3000 - Crimp Specs

Hose

Die Cage

Spacer
Ring

Flat Side
(Up/Down)

Crimp Dia. (in.)

Die Ring
Adapter Req’d

GH663-

GH663-4 ET400DC-M150S* Purple Up 0.620 Yes
GH663-6 ET400DC-M195S* Purple Up 0.785 Yes
GH663-8 ET400DC-M230S* Black Down 0.940 Yes
GH663-12 ET1000DC-M295S Yellow Up 1.250 No
GH663-16 ET1000DC-M390S Purple Up 1.590 No
GH663-20 ET1000DC-M430S Black Up 1.811 No
GH781-

GH781-4 ET400DC-M150S* Yellow Up 0.665 Yes
GH781-6 ET400DC-M195S* Black Down 0.815 Yes
GH781-8 ET400DC-M230S* | Lt. Green Up 0.975 Yes
GH781-10 ET1000DC-M250S Black Up 1.115 No
GH781-12 ET1000DC-M295S Black Down 1.245 No
GH781-16 ET1000DC-M390S Orange Up 1.565 No
GH781-20 ET1000DC-M475S Orange Up 1.900 No

GH793-4 ET400DC-M150S* | Lt. Green Up 0.680 Yes
GH793-6 ET400DC-M195S* Yellow Up 0.835 Yes
GH793-8 ET400DC-M230S* Black Up 0.990 Yes
GH793-10 ET1000DC-M250S Silver Up 1.130 No
GH793-12 ET1000DC-M295S Black Up 1.280 No
GH793-16 ET1000DC-M390S | Lt. Green Up 1.630 No
GH793-20 ET1000DC-M475S Yellow Up 1.960 No

* The ET400DC die cage replaced the ET1000DC die cage. Both part numbers are approved.

HyQuip..c Phone: 262-521-2170

Fax: 262-521-2723

E-mail: sales@hyquip.net

Web: www.hyquip.net



ET1000 & ET3000 - Crimp Specs (continued)

Hose Die Cage S;?nc:r (lljlpa/tljiivc\lri) Crimp Dia. (in.) Adla);i)‘:efisgq’d
GH195-

GH195-04 ET400DC-M150S* Yellow Up 0.665 Yes
GH195-06 ET400DC-M195S8* Yellow Up 0.835 Yes
GH195-08 ET400DC-M230S* Black Up 0.990 Yes
GH195-10 ET1000DC-M250S Silver Up 1.130 No
GH195-12 ET1000DC-M295S Black Up 1.280 No
GH195-16 ET1000DC-M390S Black Up 1.640 No
GH195-20 ET1000DC-M475S Silver Up 2.000 No
GH194-

GH194-04 ET400DC-M150S* Purple Up 0.620 Yes
GH194-06 ET400DC-M195S8* Green Up 0.770 Yes
GH194-08 ET400DC-M230S* Black Down 0.940 Yes
GH194-10 ET1000DC-M250S Purple Up 1.055 No
GH194-12 ET1000DC-M295S Yellow Up 1.250 No
GH194-16 ET1000DC-M390S Purple Up 1.590 No
GH194-20 ET1000DC-M430S Black Up 1.800 No
GH493-

GH493-6 ET400DC-M230S* Red Up 0.896 Yes
GH493-8 ET1000DC-M250S | Lt. Green Up 1.095 No
GH493-10 ET1000DC-M295S Orange Up 1.200 No
GH493-12 ET1000DC-M320S Black Down 1.355 No
GH493-16 ET1000DC-M430S Orange Up 1.725 No

* The ET400DC die cage replaced the ET1000DC die cage. Both part numbers are approved.

Phone: 262-521-2170

Fax: 262-521-2723

E-mail: sales@hyquip.net

Web: www.hyquip.net
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ET1000 & ET3000 - Everflex Crimp Specs

Hose Hose I.D. | Fitting Die Cage Sgianc;r (Szt[)ii:;) Ml(rlln()::rgz (I))sia.
S-TW

S-4TW 3/16” 03E ET1000DC-M065S Black Up 0.352
S-5TW 1/4” 04E T-200-31C Green Up 0.405
S-6TW 5/16” 05E T-400-120C Black Down 0.475
S-7TTW 3/8” 06E T-200-33C Red Up 0.545
S-8TW 13/32” 07E T-400-2C Yellow Up 0.587
S-10TW 1/2” 08E T-200-34C Red Up 0.695
S-14TW 3/4” 12E T-200-35C Red Up 0.978
S-16TW 7/8” 14E T-400-5C Red Up 1.105
S-18ZTW 17 16E T-200-36C Red Up 1.225

PN

3

HyQuip..c Phone: 262-521-2170

Fax: 262-521-2723
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ET1000 & ET3000 - Synflex Crimp Specs

Hose Size | Fitting Die Cage S;?nc:r (ELa/tDii;i) Crir(ril:.)D ia. Le:;ti:l (?n.)
30CT-

30CT -03 903 ET1000DC-MQ95S | Lt. Green Up 0.478 0.813
30CT -04 903 T-400-2C Tan Up 0.543 0.937
30CT -05 903 ET400DC-M150S Black Down 0.630 0.875
30CT -06 903 ET400DC-M150S | Lt. Green Up 0.675 1.125
30CT -08 903 T-400-123C Black/Tan Up 0.855 1.312
3130-

3130 -03 903 ET1000DC-MQ95S | Lt. Green Up 0.470 0.812
3130 -04 903 T-400-2C Black Down 0.555 0.937
3130 -05 903 ET400DC-M150S Black Down 0.630 0.875
3130 -06 903 ET400DC-M150S | Lt. Green Up 0.675 1.125
3130 -08 903 T-400-123C Purple Up 0.825 1.063
* ET1000 is unable to crimp size —02 & 12 3130 Series Synflex hose

37AL-

37AL -03 903 ET1000DC-MQ95S | Lt. Green Up 478 .812
37AL -04 903 T-400-2C Tan Up 543 .937
37AL -05 903 ET400DC-M150S Black Up .630 .875
37AL -06 903 ET400DC-M150S | Lt. Green Up .675 1.125
37AL -08 903 T-400-123C Purple Up .825 1.063
25CT-

25CT -08 903 T-400-41C Yellow Up .840 1.125

Phone: 262-521-2170

Fax: 262-521-2723

E-mail: sales@hyquip.net

Web: www.hyquip.net
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ET1280 & FT1380 - Crimp Specs

Crimp Eaton True
iameter Starter | Encoder
A M150 237
-6 | M180 275
-12 191
18 | M270 294
-20 M420 351
GH781
SAE 100R16 - Two Wire Hose
Crimp Eaton True
Fitting | Diameter | Starter | Encoder
+.006 in Setting Setting
4 | M150 | TTC4 |1Aa&1AA| VOO 111
-6 M2i0 TIC-6 |[1A & 1AA 026
-8 M240 TTC-8 |1A & 1AA 071
1115 in
-10 M280 | TTC-10 (1A & 1AA i 045
1.245 in
12 M320 | TTC-12 |[1A& 1AA D 013
1.565 in
-16 | M370 | TTC-16 |1A&1AA| 00 | 137
1.900 in
-20 M465 | TTC-20 [1A& 1AA |- 091

5 ““Q“in e Phone: 262-521-2170  Fax: 262-521-2723  E-mail: sales@hyquip.net ~ Web: www.hyquip.net



ET1280 & FT1380 - Crimp Specs (continued)

Size Part h_; Fitting :jstar!ter E_ncher
.| M150 | TTC4 [1A&1AA| ©° 125
~ emm s ——— - .| D8aAE i .
-0 ViL iU [ s] IAG AR 2421 mm US40
o RAAAN T 8 |4AA 82 AAA 0.990 in noo
e e I B 25.15 mm R
An REnnn T 40 |4A2 444 1.130 in A
-V meny TOTE TR E R 28,70 mm vol
42 | M320 | Trc12 l1a g 18l 128000 | 4,0
-16 | M370 204
GH493
SAE 100R1Z - Four Spirai Wire Hose
Hnea | DNia Oanas . __Cnmp Eaton True
N N Fittin Diameter
Size Part No. 9 npe in ftart cf E_i_ncgder
VUG i Setting Setting

271

191

TTC12-10

1.200 in
30.48 mm

298

TTC12-12

1.355 in
34.42 mm

296

TTC12-16

1B & 1BA

1.725 in
43.82 mm

264

TTC12-20

1B & 1BA

2.055 in
52.20 mm

197

TTC12-24

1B & 1BA

2.200 in
55.88 mm

226

TTC12-32

1B & 1BA

2.723 in
69.16 mm

188

Phone: 262-521-

2170

Fax: 262-521-2723

E-mail: sales@hyquip.net

Web: www.hyquip.net

HyQuip ...
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ET1280 & FT1380 - Crimp Specs (continueq)

. Crimp Eaton True
H . )
S?zs: D;Zfsge la:rcl:(li(r?t Fitting | Diameter | Starter | Encoder
' g +.006 in Setting | Setting
1.320 in
-12 M320 | TTC-12 |[1A&1AA D 105
1.630 in
-16 | M370 | TTC-16 [1A&1AA| "'° | 218
TTC-20 1.970 in
-20 M465 (AV - 2 Rings) 1A & 1AV 49.95 mm 184
FC579
10,000psi Jack Hose - 1J100 (2:1 Safety Factor)
. Crimp Eaton True
' g +.008in Setting | Setting
0.665 in
-4 M150 TTC4 (1A & 1AA Ty 119
0.835 in
-6 | M210 | TTC-6 |[1A&1AA| TS0 1 53

BCPTIEENE W MatchMate Global O ‘ Triple Crown Advantage

Popular hose products re-designed
to meet the demands of higher performance
hydraulic systems!

Higher Working Pressures *  Better Temperature Ranges

QWA GUCN W MatchMate Global ICE 00 FEaFL)

Newlook * New Abrasion Resistance Caver

WJust look for the Crown!

DT W MatchMate Global 0000 [(ETE]

7 ““Q“inu.c Phone: 262-521-2170  Fax: 262-521-2723  E-mail: sales@hyquip.net  Web: www.hyquip.net



ET1280 & FT1380 - Crimp Specs (continued)

Uace True
::: Encoder
e Setting
-4
5 | Mi80 | TICs8 [(1A&1tAA T 7T 7B
-8 EEE S =45 HE
12 M220 TTC-12 1A R 102
-16 M370 TTC-16 [1A & 332
Hi-iMiIPLUSE SAE 100RKZ - Two VWire Braid Hose
Hose | Die Cage | Socket e DCrim;: Eaton True
size | PartNo. | Marking | F'0Ng | Wlameler | Starter | Encoder
el ﬂg oemng
4 M150 TTC6 |1A & 1AA 36 89/ mm 277
-0 LU 2120 mm | <01
0.990 in
-8 M240 TTC-8 |1A & 1AA T 247
1.130 in
10 M280 TTC-10 [1A & 1AA 58 71 230
1.280 in
12 M320 TTC-12 [1A & 1AA 1 mm 223
1.640 in
-16 | M370 | TTC-16 [1A&1AA| "7 | 381
2.000 in
20 M465 | TTC-20 |1A & 1AA =0 e0lmm 361
Phone: 262-521-2170 Fax: 262-521-2723 E-mail: sales@hyquip.net ~ Web: www.hyquip.net HVQIIiIl LLC 8



ET1280 & FT1380 - Crimp Specs (continueq)

3130

Synflex 100R7 Hose

Synflex 1 Piece

Fittings

PSI
Rating

Die
Suffix

Fitting

Crimp
Diamete
+ .006

Crimp
Length
.005 in

Encoder
Setting*

3000

M120

903

0.478 in

0.813 in

3000

M120

903

0.555 in

1.000

in

2500

M150

903

0.630 in

0.875

in

2250

M150

903

0.675 in

1.125

in

-8

2000

M210

903

0.825 in

1.312

in

-12

1250

M240

903

1.080 in

1.375

in

* Encoder settings not provided by Eaton-Synflex

Synflex 100R7 Hose

e

TTC Crimp Sleeves are only for Sizes: -04, -06, -

1 1% W

v

Q) -

D
™

L
L

Cl
i

ing

Fitting

Fa YotV WY

Crimp
Diamete
+ .006

Actual
Encoder
Setting

Target
Encoder
Setting

3000

M150

TTC-4

FF91064-04S

0.634 in

088

2250

M180

TTC-6

FF91064-06S

0.768 in

104

2000

M240

TTC-8

FF91064-08S

0.990 in

090

-12

1250

M320

TTC-12

FF91064-12S

1.254 in

039

-16

1000

M370

TTC-16

FF91064-16S

1.579 in

167

9

HyQuip..c Phone: 262-521-2170

Fax: 262-521-2723
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Web: www.hyquip.net



ET1280 & FT1380 - Crimp Specs (continued)

3R80 Synflex 1 Piece
Synflex 100R7 Hose Fittings
Hose | Die e ermp Crimp Encoder
Size | Suffix Fitting | Diameter | Length Setting®
+.006 in |% .005 in J
-3 |[M120| 90H |0.552 in|0.750 in
-4 |M150| 90H |0.665 in|0.937 in
-6 |[M180| 90H |0.787 in[1.125 in
-8 |[M210| 90H [0.900 in|1.250 in
-12|M280| 90H | 1.125 in|1.688 in
* Encoder settings not provided by Eaton-Synflex
3R80 TTC Fittings w/
Synflex 100R8 Hose FF91064 Sleeve
TTC Crimp Sleeves are only for Sizes: -06, -08, -12, & 16
Hose Die Crimp Crimp | Suggest | HyQuip
i .| Fitting Diameter Target | Encoder
Size | Suffix Sleeve +.006 in | Setting | Setting
-6 |M180 | TTC-6 |FF91064065| 0.785 in 121
-8 | M240 | TTC-8 |FFo1064-085| 0.984 in 84
-12 | M320 |TTC-12|FFe1064-128| 1.291 in 76
-16 | M370 |TTC-16|FF91064-165| 1.581 in 169
Phone: 262-521-2170  Fax: 262-521-2723 E-mail: sales@hyquip.net ~ Web: www.hyquip.net “vullillu_c 10



ET1280 & FT1380 - Crimp Specs (continueq)

30CT
3,000psi Constant Pressure - 100R18
: Crimp Crimp
I;?Zsee R:t?rli SE:‘:x Fitting| Diameter | Length ir:ttoi:ef
9 + 006 in | £ .005 in S
-3 | 3000 |[M120| 903 | 0.478 in| 0.813 in
-4 3000 M120| 903 | 0.543 in| 0.937 in
-5 3000 (M150| 903 | 0.630 in| 0.875 in
-6 | 3000 |[M150| 903 | 0.675 in| 1.125 in
-8 | 3000 |M210| 903 | 0.855 in| 1.312 in

* Encoder settings not provided by Eaton-Synflex

11
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ET1280 & FT1380 - Crimp Specs (continued)

37AL Synflex 1 Piece
3,000psi 100R7 - ANSIA 92.2 Fittings

Crimp Crimp

';?Zs: Die Suffix | Fitting | Diameter| Length Esr‘;?i‘:er

+.006 in | +.005 in J
-3 | M120 | 903 |0.478 in| 0.812 in
-4 | M120 | 903 |0.543 in| 0.937 in
-5 | M150 | 903 |0.630 in| 0.875 in
-6 | M150 | 903 |0.675 in| 1.125 in
-8 | M210 | 903 |0.825 in| 1.312 in

* Encoder settings not provided by Eaton-Synflex

25CT Synflex 1 Piece
Synflex Hose - Exceeds 100R7 Fittings
Crimp Crimp Actual
I-gi):: Die Suffix Fitting | Diameter | Length E;:t?i?]er Encoder
£ .006 in | £ .005 in 9| setting
-8 | M210 903 | 0.840 in| 1.188 in

Phone: 262-521-2170

Fax: 262-521-2723

E-mail: sales@hyquip.net

Web: www.hyquip.net

HyQuip ...
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ET1280 & FT1380 - Crimp Specs (continueq)

Crimp Target | Actual

Diameter | Encoder | Encoder
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ET1280 & FT1380 - Crimp Specs (continued)
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ET1280 & FT1380 - Crimp Specs (continueq)

Hi198
Boston Marathoner (

¢
D
_
D

wire)

Crirmem

Hose | PSI Die | Socket| Socket
Size |Rating!| Suffix |Marking| Marking

L)

)
)
N
)
=~

|
C
\°||

)

3
-
O'ln
(o]

=E S .9==== =n_n=4 :=ﬂ TTC—Ar 4.—4—. £3= 1.—6—..—4—. 4 lij_{i" mm
US| sbY BEIOV T IR SRR 859 in
=T =SS = 2=_.==_.= En‘énigé.ii -I_rg“.: 1.-A= -‘g:-' 1=A-..-A= 2 I:_—?? o 45 '! !.!
= = A P4 0N
= = = 3’ —F
2N

C
(Ijll ]
E i
Qu
o

Actuai
Encoder
Setting

N

D

1
D> | C

ON O | C O

- | C

1.080 in
31.75 mm

in
4140 mm
1.630 in

_— | -
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ET1280 & FT1380 - Crimp Specs (continued)

H115 Series
Bosion Performer i indusiriai Hose - 2 Fiber Braid
i o Crimp Eaton True
;j: ;;,_m; Fitting | Diameter | Starter | Encoder
04 | M150 | TTC-4 [1a&1aa| Vo9 T | 494
-06 | M210 | TTC-6 |1A&1AA| 69
" aa o8 |iA& 1Al 0960in [
==‘v=="= AT £ = B ar s 2438 mm =‘r==‘r=
C aa e an lan e annl 128600 | .
=1L iiv=iL jIAG iAAR 32 92 mm o1
1630 in |
-20
rose | Die Lage | SoCkel | ping | Diame
Size | PariNo. | Marking = N
04 | M150 | TTC-4 |1a&1aa| 06590 | 404
= 7 16. 74 mm -
0.780 in
-06 M210 | TTC-6 |1A & 1AA 50,07 e 126
08 | M240 | TTC8 |1A& 1AA| 0900 In 1 o4
24.38 mm

Phone: 262-521-2170

Fax: 262-521-2723

E-mail: sales@hyquip.net

Web: www.hyquip.net

HyQuip ...
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ET1000 ¢ Portable, Light Duty, Positive Stop Crimp Machine

The completely PORTABLE ET1000
crimp machine boasts a broad crimp
capability with an ease-of-use that is
sure to please hose assemblers.
With 4 power source options:
air/hydraulic, hand and electric, this
portable machine can travel to the
work-site. The machine comes
equipped with a stand pre-drilled for
mounting to a work-bench or
table-top.

Features
« Pusher slides out of position
« Compatible with the Aeroquip MatchMate hose and fittings
« Can be mounted on service vehicles due to its portable design
« Spacer rings control the crimp diameter

Benefits

« Sliding pusher allows for easier fitting insertion into the machine

- Simple positive-stop crimp diameter control system for consistent crimping
time after time with no operator adjustments required

« Easily transported between job sites.

« Versatile power source options

- Electricity is required only when using an electric style pump

Specifications
Dimensions: 22" Hx 16" W x 14" D
Weight: 70 Ibs. (without pump)

Please contact your HyQuip Sales Representative for
specific crimper information and part numbers

17 ““Q“in e Phone: 262-521-2170  Fax: 262-521-2723  E-mail: sales@hyquip.net ~ Web: www.hyquip.net



Die Cage Part Numbers* Spacer Ring Part Number  Spacer Ring Color

ET1000DC-M150S
ET1000DC-M195S
ET1000DC-M230S
ET1000DC-M250S
ET1000DC-M295S
ET1000DC-M320S
ET1000DC-M390S
ET1000DC-M430S
ET1000DC-M475S

ET1000SR-M115D Yellow
ET1000SR-M265D Black
ET1000SR-M395D Silver
ET1000SR-M190D Lt. Green
T-400-37 Green
T400-38 Red
ET1000SR-M100A Purple
ET1000SR-M315A Orange
T400-112 Tan

* Also referred to as Collects

Hydraulic Air Pump

Recommended hydraulic air pump for Eaton-Aeroquip’s ET1000, ET3000, and ET1280 crimpers.

ET1000 Accessory Part Numbers

140-0670
FT1603
FT1604
FT1603
T-400-30C
1000AR-001

PA1500 10,000 PSI /700 bar Treadle Pump 91.5 in® Res

11.5 oz. tube of high efficiency PTFE grease
Tool Box for die cages and spacer rings
Wall Mount Tool Rack for die cages and spacer rings

Tool Box for die cages and spacer rings

Everflex “E” Series Fitting Crimp Collets (Kit includes 1 of each size)
Die Ring Adapter (for smaller Collets)

The correct hose assembly crimp diameter is obtained by the
use of a spacer ring that controls the stroke length of the

cylinder during the crimp operation

Phone: 262-521-2170

Fax: 262-521-2723  E-mail: sales@hyquip.net  Web: www.hyquip.net  HYQUIP L.c 18



ET3000 ¢ Portable, Light Duty, Positive Stop Crimp Machine

The ET3000 is capable of crimping
Aeroquip 1 & 2 wire and four spiral
MatchMate hoses, Everflex and Synflex
hoses. ET3000 is equipped with two
ergonomic handles and a robust frame
for quick and easy transport. The
ET3000 crimp machine uses the Eaton
two-piece collet style crimp dies and a
color coded spacer ring to achieve a
consistent crimp every time without the
need for calibration or additional
adjustments.

Features
« Color-coded spacer rings control crimp diameter
« Variable frame position for flexible and easy access
« Hinged ergonomic handles with grips

Benefits

« \ersatile power source options

« Transportable between work locations

+ Positive stop crimp diameter control allows for consistent crimping with no
operator adjustments

« Substantial power for the shop, flexible enough to use on the job site

Specifications Please contact your HyQuip Sales
Dimensions: 22 1/2" Hx 10 1/2” W x 14" D Representative for specific crimper
Weight: 112 Ibs. (without pump) information and part numbers
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Power supply options: Pump Kit Part Numbers

i i (Includes Connection Assemblies and Adapters)
Air/hydraulic pump
Turbo Air/Hydraulic Pump PA1500 Air/Hydraulic pump
110-volt AC power unit T-480-3 Turbo Air/Hydraulic pump

T-481-10 110v Volt pump

Hydraulic Air Pump

Recommended hydraulic air pump for Eaton-Aeroquip’s ET1000, ET3000, and ET1280 crimpers.

PA1500 10,000 PSI /700 bar Treadle Pump 91.5 in® Res

ET3000 Tooling Packages

ET3000TP-0001 TTC & TTC12 Tooling Package
ET3000TP-0002 TTC Tooling Package "y
ET3000TP-0003 TTC12 Tooling Package =i
ET3000TP-0004 “E” Series Everflex Tooling Package
ET3000TP-0005 TTC w/ FF91064 Synflex Sleeve Tooling package

The correct hose assembly crimp diameter is obtained by the
use of a spacer ring that controls the stroke length of the
cylinder during the crimp operation
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ET1280 Crimper * Economic, Variable Crimp Machine

—

The ET1280 will handle virtually
all hose styles through -20
SAE100R12 hose and fittings

Rotate the dial to the left Rotate the dial to the right
you increase the target you decrease the target
setting & Crimp Diameter setting & Crimp Diameter

—
L ,‘.‘\
/[12.?240 1R 'Y

.

T

Features
* Rugged, stable design can be mounted on service vehicles for fast repairs

and maintenance of your hydraulic assemblies
» Can be operated with virtually any 10,000 psi hydraulic power source

* Adjustable machine orientation for users preference

Benefits
* Quick-change crimp cages, reduce set-up time

 Versatile power source options.

* Electricity is required only when using an electric style pump

Specifications: UpRight Model Specifications: Adjustable Model
Dimensions: 13" W x 25 3/4” D x 29" H Dimensions: 13" W x 25 3/4D x 13" H
Weight: 253 Ibs. Weight: 141 Ibs.
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All die cages, crimp diameters and approved hose and fitting
combinations are identical to the popular FT1380 crimp machine. Crimp
diameters are controlled using a dial indicator and that allows for precise
and adjustable finished crimp diameters.

ET1280 Crimp Machine Part Numbers

ET1280-001 Crimp Machine, no pump, no tooling (machine only)
ET1280-011 Crimp Machine, no pump, 5 die cages (machine only)
ET1280-006 Crimp Machine, no pump, 8 die cages (machine only)

5 Die Cage Package 8 Die Cage Package*

FT1380-200-M150
FT1380-200-M210
FT1380-200-M240
FT1380-200-M320
FT1380-200-M370

FT1380-200-M150
FT1380-200-M180
FT1380-200-M210
FT1380-200-M240
FT1380-200-M280

FT1380-200-M320
FT1380-200-M370
FT1380-200-M465

* Must also purchase

FT1380-275-M420 to crimp
GH194-20 & GH663-20

ET1280 Accessory Part Numbers

ET1280TP-0002
FT1330-XL

Back Stop / Positive Stop Kit
“M” Series Locator Kit - recommended for use with
MatchMate Hose Series

ET1280TP-0001 Die Cage Holder (Contains (4) straight brackets)

Please contact your HyQuip Sales Representative for
specific crimper information and part numbers

HyQuip ...
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FT1380 Crimper ¢ ProCrimp Crimper

Features
* Fast, Quiet, Easy to use
» Crimp thru -20, 4-spiral hose
 Adjustable keypad entry
* Programmable electronic controls
 Upright design
« Standard work light
« Simple die cage insertion

Benefits
* Minimizes training and mistakes
» Crimps popular hose styles
 Fast setup time
« Simplified crimping
* Minimal maintenance

Aeroquip’s ProCrimp 1380 sets a new standard for simplified,
fast crimping of hose assembilies.
This machine can be set-up in any shop or garage.

User friendly operation minimizes training and mistakes

Pre-set crimp settings and simple die cage insertion reduces setup time

v
v
v Electronic controls mean minimal maintenance
v Upright design for easy hose insertion

v

Compact design requires little space

Specifications Please contact your HyQuip Sales
Dimensions: 12 3/4” W x 25 3/4” D x 28 1/2 H Representative for specific crimper
Weight: 238 Ibs. information and part numbers
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FT1380 Crimp Machine Part Numbers
FT1380-115 115V Crimp Machine 50/60 Hz
FT1380-115-5 2-Wire Braid Hose Package / 5 Die Cage Package
FT1380-115-8* Braided & Spiral Hose package / 8 Die Cage Package

5 Die Cage Package 8 Die Cage Package*

FT1380-200-M150
FT1380-200-M210
FT1380-200-M240
FT1380-200-M320
FT1380-200-M370

FT1380-200-M150
FT1380-200-M180
FT1380-200-M210
FT1380-200-M240
FT1380-200-M280

FT1380-200-M320
FT1380-200-M370
FT1380-200-M465

*Must also purchase

FT1380-275-M420 to crimp
GH194-20 & GH663-20

Additional Accessories
FT1380-2-4 Die Holder Kit - includes 4 die holder plates which will hold 2 dies each
FT1380-4 Back Stop / Positive Stop Kit
FT1330-XL “M” Series Locator Kit - recommended for use with
MatchMate Hose Series
JA507D-CP Control panel decals for MatchMate Plus & MatchMate Blue Hose Series

A-EQCR-TH002-E Pre-cut color decals which match all sizes of MatchMate Plus
& MatchMate Blue Hose to be applied to crimp die cages
(supersedes JA286C)

v' Simple and Versatile v' Ease of Fitting Location

v' MatchMate Plus® Ready v' Electronic Controls
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FT1390 Crimper ¢ ProCrimp Crimper

Features

* Crimp thru 2” 1.D. Hose

* Electronic Controls

* Programmable

* Fast total cycle time

* Quiet hydraulic power

* 10,000 PSI Enerpac Pump
» Standard Work Light

* FT1307 tooling standard

Benefits

* Crimps all sizes of Aeroquip hose

» Simple to set up, less chance of error
* Reduce shop noise

» Good visibility in work area

ﬁ FT1390 Model . P.rove.n. reliable drop-in tloollng
‘ « Simplifies large volume jobs

Electronic Controls

The ProCrimp 1390 crimp machine features programmable electronic controls
allowing the user to custom-tailor the machine crimp settings. Ten pre-set crimp
selections can be automatically programmed on the operator’s keypad for those
hose assembly types most frequently produced.

Use of electronic settings can speed up hose assembly cycle time while
simultaneously reducing the possibility of crimp setting selection error by the
operator. Additional benefits of electronic controls include their ability to deliver
Consistent products with extended system performance and a limited amount of
machine maintenance.

Specifications
Dimensions: 29" W x 28" D x 49" H
Weight: 825 Ibs

Please contact your HyQuip Sales Representative
for specific crimper information and part numbers
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Crimp Thru 2" |.D. Hose

The ProCrimp 1390 crimp machine, has the capacity and crimp force to crimp all
crimp fittings sold by Aeroquip in the Americas. This includes:

High Pressure Hydraulics « Medium Pressure Hydraulics
Low Pressure Return Lines ¢ Fuel/Oil/Air Lines ¢ Air Conditioning

Teflon * Thermoplastic

ProCrimp FT1390 can be activated by foot pedal
or hand operated switch

Additional Features
« A programmable retract stop is built into the crimper, which allows for less

than full retraction after crimping. This reduces the total crimp cycle time.

- A standard work light on a flexible arm . .
ProCrimp FT1390 will

crimp all Aeroquip hose
styles through 2” I.D.

improves visibility where it is needed and
when it is needed.
« The actual crimp die cages are the same
as those used in previous crimp
machines, the FT1307 and FT1340,
which are proven, reliable and simple to
drop in to the FT1390.
« A standard back stop is adjustable which

simplifies crimping multiple fittings of the

same style and size.

FT1390 Model
shown with hanging die cage rack
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ET1290 Crimper e Variable Crimp Machine

N The ET1290 also comes in two
configurations: the standard model
that is mounted on a sturdy stand can
be outfitted with ET1295 insert set
holders, and a bench mounted
version that is available for use in
Aeroquip Express Vans.

The ET1290 machine may be ordered
with a 110-volt, 1.5 HP electric power
unit or a 220-volt, 3.0 HP electric
power unit for increased speed.

ET1290 will handle virtually all
Aeroquip hose styles through -32
SAE100R15 hose and fittings.

g# ET1290 Model

Features

« Rugged, stable design, no electronics to worry about

« Available as a bench mount for use in Aeroquip Express Vans
« Crimp ring moves so you don’t have too

« 3.0 HP pump option for faster crimp cycling

« Quick-change crimp cages, reduce set-up time

Rotate the dial to the left Rotate the dial to the right
Specifications Floor Model you decrease the target you increase the target
setting & Crimp Diameter setting & Crimp Diameter

Dimensions: 30 3/4” W x40 1/8" D x41 1/4 H
Weight: 1035 Ibs.

Specifications Bench Mount Model
Dimensions: 20" W x40 1/8" D x 14 1/2” H
Weight: 910 Ibs.
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Machine Pump Options: Machine Mount Options:
220 volt Pump Standard Mount
110 volt Pump Bench Mount

ET1290 Crimp Machine Die Package Options:
Crimp Machine & Pump (Machine & pump only)

Crimp Machine, pump, 2-pc Master Die Cage, 12 M-Series Insert Sets, Holders,
Install Tool

Crimp Machine, pump, 2-pc Master Die Cage, 8 Global Spiral Insert Sets,
Holders, Install Tool

Crimp Machine, pump, 2-pc Master Die Cage, 8 Global Spiral & 12 M-Series
Insert Sets, Holders, Install Tool

Crimp Machine, pump, 1-pc Master Die Cage, 12 M-Series Insert Sets, Holders,
Install Tool

Crimp Machine, pump, 1-pc Master Die Cage, 8 Global Spiral Insert Sets,
Holders, Install Tool

Crimp Machine, pump, 1-pc Master Die Cage, 8 Global Spiral & 12 M-Series
Insert Sets, Holders, Install Tool

Crimp Machine, pump, 12 Traditional M-Series Die Cages

The ET1290 crimp machine also uses the ET1295 Master Die Cage and Insert
Sets as well as the traditional ProCrimp die cages.

Please contact your HyQuip Sales Representative for
specific crimper information and part numbers
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Master Die Cage

Reduce Your Set-up Time

The ET1295 system is designed to
reduce setup time and eliminate the
handling of cages covered with
anti-seize lubricant. It has a broad
insert range and crimp capability with
an ease-of-use that is sure to please
hose assemblers.

The ET1295 MDC crimp system allows the entire insert set to be changed with
ease. The alignment slots on the Twist & Lock handle engages the pins on the
Master Cage allowing for precise alignment every time. The inserts are held to the
handle with a series of strong rare earth magnets that keep them in place while
loading and unloading. The insert sets can be stored in an optional bench top or
hanging racks for easy access. The ET1295 crimp system takes Aeroquip® crimp
machines to a new level of convenience.

Features/Benefits

« Available in 1-Piece and 2-Piece designs
« 2-Piece cage allows for easy access when crimping large 90° fittings
« Hanging and bench mount insert holder racks are available
« Lower cost than traditional die cages
« Perfect for mobile hose vans (takes up minimal space & are lightweight)
« Compatible with the FT1209, FT1307, FT1340, FT1360, FT1390
and ET1290 crimp machines
« Quick-change insert sets (reduces set-up time)
« Cleaner system - only need to remove the inserts
(keeping anti-seize off your hands)
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1-Piece Master Die Cage Packages

ET1295-011 Master Die Cage Assembly - 1-Piece

ET1295-012 Master Die Cage Assembly - 1-Piece & Handle

ET1295-013 Master Die Cage Assembly - 1-Piece, 12 M-Series Insert Sets & Handle
ET1295-014 Master Die Cage Assembly - 1-Piece, 8 Global Spiral Insert sets & Handle
ET1295-015 Master Die Cage Assembly - 1-Piece, 8 Global Spiral & 12 M-Series Insert

sets & Handle

2-Piece Master Die Cage Packages

ET1295-001 Master Die Cage Assembly - 2-Piece

ET1295-002 Master Die Cage Assembly - 2-Piece & Handle

ET1295-003 Master Die Cage Assembly - 2-Piece, 12 M-Series Insert Sets & Handle
ET1295-004 Master Die Cage Assembly - 2-Piece, 8 Global Spiral Insert sets & Handle
ET1295-005 Master Die Cage Assembly - 2-Piece, 8 Global Spiral & 12 M-Series Insert

sets & Handle

M-Series Insert Part Numbers Global Spiral Insert Part Numbers
ET1295DC-M070S* ET1295DC-14S

ET1295DC-M090S* ET1295DC-15S

ET1295DC-M120S* ET1295DC-16S

ET1295DC-M150S ET1295DC-18S*

ET1295DC-M180S ET1295DC-20S

ET1295DC-M210S ET1295DC-21S

ET1295DC-M240S ET1295DC-23S

ET1295DC-M280S ET1295DC-46S

ET1295DC-M320S ET1295DC-82S

ET1295DC-M370S
ET1295DC-M420S
ET1295DC-M465S
ET1295DC-M520S

* Not included in the 8 Global Spiral Insert set

ET1295DC-M550S Accessories

ET1295DC-M570S* ET1295C-0029  Bench top insert holder rack
ET1295DC-M690S ET1295C-0027  Hanging insert holder rack

* Not included in the 12 Piece M-Series Insert set ET1295C-0025 Insert Holder
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Model #9 Cut-Off Saw

Easy to Operate

Engineered Reliability

Rugged heavy-duty base mount design

Powerful, industrial duty NEMA rated
electric motor available in single or three

phase power

* Fixed position cutting blade is mounted in blade guard for operator protection

» Additional spring loaded inner blade guard is also included for added

protection

» Cutting table comes with adjustable hose pins allowing hose to be pre-bent for less friction

when cutting

» Easy to grip handle pushes radius positioned hose into blade for fast, clean cuts

To ensure safety of operation, the cutting blade is enveloped in a
cast iron guard and the belts are completely enclosed

Model # 9 Cut-Off Saw

Motor
Part Number HP Electric Hose Capacity Blade Furnished Specifications:
24112 3 1/60/230V 2" 1.D. 10” Bevel Dimensions:
24392 3 1/60/230V 2" |.D. 10” Scalloped 22" W x 24" Hx 42" L
,, — Weight: 130 Ibs*
24113 3 3/60/230V 2" 1.D. 10” Bevel Blade Diameter: 10”
24393 3 3/60/230V 2" |.D. 10” Scalloped * Shipping weight is 200 Ibs

Replacement Blades
10” Standard Saw Blade
10” Scalloped Saw Blade
10" Scalloped Knife Clean Cut Saw

10” BB
10” SB
10” SK

Accessories
16735

Blade designs can be
re-sharpened many times

Coolant spray system (required if cutting spiral wire hose)
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Scalloped Knife Clean Cuts™ Saw Blade

Clean-Cuts™ Scalloped Knife Blade is break-through
technology using a toothed knife, cutting with the backs of each
tooth, so the knife does not take a kerf. The saw bends the hose
into the blade spreading the cut edges to avoid burning and
smoking.

Features advanced performance scalloped knife technology for
cutting hydraulic spiral hose and wire helix hose resulting in
cleaner cuts, faster cuts, no smoke, and longer blade life.

. Break through technology in cutting hydraulic
and spiral hoses.
. Experience Clean-Cuts™ you’ll never use scalloped

or serrated edge again!

Clean-Cuts Hydraulic Hose Knives are specially designed
for cutting hydraulic, metal, teflon, plastic,
and industrial rubber hose.

ROTATION
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Additional Accessories

Digital Caliper

NA55-541003301 Digital Caliper - Inch / Metric

Maximum Measuring Range: 6.0000 inches
Measuring Range: 0.0005 In., 0.0100 mm
Resolution: 0.0005 In., 0.01 mm

Accuracy: .02

Hydraulic Air Pump

Recommended hydraulic air pump for Eaton-Aeroquip’s ET1000, ET3000, and
ET1280 crimpers.

PA1500 10,000 PSI /700 bar Treadle Pump 91.5 in® Res

Antiseize Solution 1800

SOLUTION 1800 is a general purpose antiseize formulated with copper, aluminum
and graphite in a high-quality grease. This silver color antiseize protects parts from

corrosion, rusting, galling, and seizing. Eases assembly and disassembly of metals
parts. Lubricates while reducing friction and wear.

10502 MRO Antiseize Solution 1800 (Meets MIL-A-907-E)
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Hose Insertion Gage

This gage is designed to ensure proper fitting depth during the assembly making
process, designed for use on all hoses that mate with TTC, TTC-12 and
Spiral TTC fittings.

g FF90308-01 Hose sizes -4 to -16 for TTC & TTC-12 fittings
FF90308-02 Hose sizes -20 to -32 for TTC & TTC-12 fittings
ﬁ FF90308-03 Hose sizes -12 to -20 for Spiral TTC fittings

Locator Kit - “M” Series Dies

The locators are designed for easy installation and use on the:
ET1280, FT1380 or FT1330 “M” Series die cages (please review chart below)

FT1330-XL Each kit contains locators to accommodate -4 thru -16

GH663 GH793
Locator Suffix Die Cage Suffix & GH194 & GH195 GH781 GH493

-4, -4P M150 -4 -4 -4
-6, -6P M180 -6

M210 -6 -6 -6
-8, -8P M240 -8 -8 -8
-10, -10P M280 -10 -10 -8
-12, -12P M320 -12 -12 -12 -12
-16 M370 -16 -16 -16 -16
None Required M465 -20 -20 -20

Depth Marking Tip

When using the Hose Insertion Gage to mark the fitting depth use a gel pen
to mark the hose (a metallic color is most easily seen)
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Additional Crimp Specifications
Hose Series
Eaton True
Starter | Encoder
mm
in
mim
mm
in
mm
Hose Series
Hose | Die Cage Socket Fitii Eatqn =Trug
9 TEERE ittin
Size | PartNo. | Marking 9 Starter | Encoder
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mm
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mm
in
mm
in
mm
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mm
in
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Crimp Eaton True
e Di Starter | Encoder
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"vn“in Hose Assemblles While You Walt!

An APPLIED® fluid power company

Locations
Waukesha Express Store
1811 Dolphin Drive
Waukesha, WI 53186

Butler Express Store
4665 N 124th Street
Butler, WI 53007

Madison Express Store
820 Walsh Road
Madison, WI 53714

Normal Business Hours:

Monday - Friday 7:30am-5:00pm 24hr After Hours Emergency
Saturday 8:00am-12:00pm (Butler Only) Customer Service 414-531-2455
Sunday Closed

b
E .T. N E:T-N | Aeroquip

Brands offered by HyQuip LLC €KPR€SS

Aeroquip Eaton Brass HoSE CENTER
Industrial Hose Everflex
Hansen Synflex
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